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(ii) With respect to the report identi-
fied in section 585.5(a)(2), each manu-
facturer shall report the number of ve-
hicles, by make and model year, that 
meet the applicable advanced air bag 
requirements of Standard No. 208, and 
to which advanced air bag require-
ments the vehicles are certified. 

(2) Vehicles produced by more than one 
manufacturer. Each manufacturer 
whose reporting of information is af-
fected by one or more of the express 
written contracts permitted by 
S14.1.3.2 or S14.3.3.2 of Standard No. 208 
shall: 

(i) Report the existence of each con-
tract, including the names of all par-
ties to the contract and explain how 
the contract affects the report being 
submitted. 

(ii) Report the number of vehicles 
covered by each contract in each pro-
duction year. 

(d) Phase-in report content—(1) Basis 
for phase-in production requirements. For 
production years ending August 31, 
2003, August 31, 2004, August 31, 2005, 
August 31, 2007, August 31, 2008, and Au-
gust 31, 2009, each manufacturer shall 
provide the number of vehicles manu-
factured in the current production 
year, or, at the manufacturer’s option, 
for the current production year and 
each of the prior two production years 
if the manufacturer has manufactured 
vehicles during both of the two produc-
tion years prior to the year for which 
the report is being submitted. 

(2) Production of complying vehicles. 
Each manufacturer shall report for the 
production year for which the report is 
filed the number of vehicles, by make 
and model year, that meet the applica-
ble advanced air bag requirements of 
Standard No. 208, and to which ad-
vanced air bag requirements the vehi-
cles are certified. 

(3) Vehicles produced by more than one 
manufacturer. Each manufacturer 
whose reporting of information is af-
fected by one or more of the express 
written contracts permitted by 
S14.1.3.2 or S14.3.3.2 of Standard No. 208 
shall: 

(i) Report the existence of each con-
tract, including the names of all par-
ties to the contract and explain how 
the contract affects the report being 
submitted. 

(ii) Report the number of vehicles 
covered by each contract in each pro-
duction year. 

§ 585.6 Records. 

Each manufacturer shall maintain 
records of the Vehicle Identification 
Number of each vehicle for which infor-
mation is reported under § 585.5(c)(1) 
and (d)(2) until December 31, 2011. 

§ 585.7 Petitions to extend period to 
file report. 

A petition for extension of the time 
to submit a report required under this 
part shall be received not later than 15 
days before the report is due. The peti-
tion shall be submitted to: Adminis-
trator, National Highway Traffic Safe-
ty Administration, 400 Seventh Street, 
SW, Washington, DC 20590. The filing of 
a petition does not automatically ex-
tend the time for filing a report. A pe-
tition will be granted only if the peti-
tioner shows good cause for the exten-
sion, and if the extension is consistent 
with the public interest. 

PART 586—FUEL SYSTEM INTEGRITY 
UPGRADE PHASE-IN REPORTING 
REQUIREMENTS 

Sec. 
586.1 Scope. 
586.2 Purpose. 
586.3 Applicability. 
586.4 Definitions. 
586.5 Response to inquiries. 
586.6 Reporting requirements. 
586.7 Records. 
586.8 Petition to extend period to file re-

port. 

AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117, 
and 30166; delegation of authority at 49 CFR 
1.50. 

SOURCE: 68 FR 67086, Dec. 1, 2003, unless 
otherwise noted. 

§ 586.1 Scope. 

This part establishes requirements 
for manufacturers of passenger cars, 
multipurpose passenger vehicles, 
trucks, and buses with a gross vehicle 
weight rating of 4,536 kilograms (10,000 
pounds) or less to submit a report, and 
maintain records related to the report, 
concerning the number of such vehicles 
that meet the upgraded requirements 
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of Standard No. 301, Fuel systems integ-
rity (49 CFR 571.301). 

§ 586.2 Purpose. 

The purpose of these requirements is 
to assist the National Highway Traffic 
Safety Administration in determining 
whether a manufacturer has complied 
with the upgraded requirements of 
Standard No. 301 (49 CFR 571.301). 

§ 586.3 Applicability. 

This part applies to manufacturers of 
passenger cars, multipurpose passenger 
vehicles, trucks, and buses with a gross 
vehicle weight rating of 4,536 kilograms 
(10,000 pounds) or less. 

§ 586.4 Definitions. 
(a) All terms defined in 49 U.S.C. 

30102 are used in their statutory mean-
ing. 

(b) Bus, gross vehicle weight rating, 
multipurpose passenger vehicle, passenger 
car, and trucks are used as defined in 49 
CFR 571.3. 

(c) Production year means the 12- 
month period between September 1 of 
one year and August 31 of the following 
year, inclusive. 

§ 586.5 Response to inquiries. 
At any time during the production 

years ending August 31, 2007, August 31, 
2008, and August 31, 2009, each manufac-
turer must, upon request from the Of-
fice of Vehicle Safety Compliance, pro-
vide information identifying the vehi-
cles (by make, model, and vehicle iden-
tification number) that have been cer-
tified as complying with S6.2(b) of 
Standard No. 301 (49 CFR 571.301). The 
manufacturer’s designation of a vehicle 
as a certified vehicle is irrevocable. 

§ 586.6 Reporting requirements. 
(a) Phase-in reporting requirements. 

Within 60 days after the end of the pro-
duction years ending August 31, 2007, 
August 31, 2008, and August 31, 2009, 
each manufacturer must submit a re-
port to the National Highway Traffic 
Safety Administration concerning its 
compliance with S6.2(b) of Standard 
No. 301 (49 CFR 571.301) for its pas-
senger cars, multipurpose passenger ve-
hicles, trucks, and buses with a gross 
vehicle weight rating of less than 4,536 

kilograms (10,000 pounds) produced in 
that year. Each report must— 

(1) Identify the manufacturer; 
(2) State the full name, title, and ad-

dress of the official responsible for pre-
paring the report; 

(3) Identify the production year being 
reported on; 

(4) Contain a statement regarding 
whether or not the manufacturer com-
plied with the requirements of S6.2(b), 
or S6.2(c) if applicable, of Standard No. 
301 (49 CFR 571.301) for the period cov-
ered by the report and the basis for 
that statement; 

(5) Provide the information specified 
in paragraph (b) of this section; 

(6) Be written in the English lan-
guage; and 

(7) Be submitted to: Administrator, 
National Highway Traffic Safety Ad-
ministration, 400 Seventh Street, SW., 
Washington, DC 20590. 

(b) Phase-in report content. 
(1) Basis for statement of compliance. 

Each manufacturer must provide the 
number of passenger cars, multipur-
pose passenger vehicles, trucks, and 
buses with a gross vehicle weight rat-
ing of 4,536 kilograms (10,000 pounds) or 
less manufactured for sale in the 
United States for each of the three pre-
vious production years, or, at the man-
ufacturer’s option, for the previous 
production year. A new manufacturer 
that has not previously manufactured 
these vehicles for sale in the United 
States must report the number of such 
vehicles manufactured during the cur-
rent production year. 

(2) Production. Each manufacturer 
must report for the production year for 
which the report is filed: the number of 
passenger cars, multipurpose passenger 
vehicles, trucks, and buses with a gross 
vehicle weight rating of 4,536 kilograms 
(10,000 pounds) or less that meet S6.2(b) 
or S6.3(b) of Standard No. 301 (49 CFR 
571.301). 

(3) Vehicles produced by more than one 
manufacturer. Each manufacturer 
whose reporting of information is af-
fected by one or more of the express 
written contracts permitted by S8.3.2 
of Standard No. 301 (49 CFR 571.301) 
must: 

(i) Report the existence of each con-
tract, including the names of all par-
ties to the contract, and explain how 
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the contract affects the report being 
submitted. 

(ii) Report the actual number of vehi-
cles covered by each contract. 

[68 FR 67086, Dec. 1, 2003, as amended at 69 
FR 51399, Aug. 19, 2004] 

§ 586.7 Records. 
Each manufacturer must maintain 

records of the Vehicle Identification 
Number for each vehicle for which in-
formation is reported under § 586.6(b)(2) 
until December 31, 2010. 

§ 586.8 Petition to extend period to file 
report. 

A manufacturer may petition for ex-
tension of time to submit a report 
under this part. A petition will be 
granted only if the petitioner shows 
good cause for the extension and if the 
extension is consistent with the public 
interest. The petition must be received 
not later than 15 days before expiration 
of the time stated in § 586.6(a). The fil-
ing of a petition does not automati-
cally extend the time for filing a re-
port. The petition must be submitted 
to: Administrator, National Highway 
Traffic Safety Administration, 400 Sev-
enth Street, SW., Washington, DC 
20590. 

PART 587—DEFORMABLE BARRIERS 

Subpart A—General 

Sec. 
587.1 Scope. 
587.2 Purpose. 
587.3 Application. 

Subpart B—Side Impact Moving 
Deformable Barrier 

587.4 Definitions. 
587.5 Incorporated materials. 
587.6 General description. 
587.7–587.10 [Reserved] 

Subpart C—Offset Deformable Barrier 

587.11 [Reserved] 
587.12 Incorporation by reference. 
587.13 General description. 
587.14 Deformable face component dimen-

sions and material specifications. 
587.15 Verification of aluminum honeycomb 

crush strength. 
587.16 Adhesive bonding procedure. 
587.17 Construction. 
587.18 Dimensions of fixed rigid barrier. 

587.19 Mounting. 

FIGURES TO SUBPART C 

AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117, 
and 30166; delegation of authority at 49 CFR 
1.50. 

SOURCE: 55 FR 45779, Oct. 30, 1990, unless 
otherwise noted. 

EDITORIAL NOTE: Nomenclature changes to 
part 587 appear at 69 FR 18803, Apr. 9, 2004. 

Subpart A—General 

§ 587.1 Scope. 

This part describes deformable im-
pact barriers that are to be used for 
testing compliance of motor vehicles 
with motor vehicle safety standards. 

[65 FR 17198, Mar. 31, 2000] 

§ 587.2 Purpose. 

The design and performance criteria 
specified in this part are intended to 
describe measuring tools with suffi-
cient precision to give repetitive and 
correlative results under similar test 
conditions and to reflect adequately 
the protective performance of a motor 
vehicle or item of motor vehicle equip-
ment with respect to human occupants 

§ 587.3 Application. 

This part does not in itself impose 
duties or liabilities on any person. It is 
a description of tools that are used in 
compliance tests to measure the per-
formance of occupant protection sys-
tems required by the safety standards 
that refer to these tools. It is designed 
to be referenced by, and become part 
of, the test procedures specified in 
motor vehicle safety standards such as 
Standard No. 208, Occupant Crash Pro-
tection, and Standard No. 214, Side Im-
pact Protection. 

[65 FR 17199, Mar. 31, 2000] 

Subpart B—Side Impact Moving 
Deformable Barrier 

§ 587.4 Definitions. 

All terms defined in section 102 of the 
National Traffic and Motor Vehicle 
Safety Act (15 U.S.C. 1391) are used in 
their statutory meaning. 
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